Lumina 200 LED

LUM-LED2-ORL-B
LUM-LED2-ORL-S

Lighting can create a powerful, impactful presence or display. Illumination is an important piece of the puzzle to achieve the mood, style and staging that you desire.

features and benefits:
- LED Lumina 200 floodlight with universal light clamp
- Comes in a black or silver finish
- Uses multi cups chip on board (MCOB) light technology and features a slim profile
- LED rated for 20,000 continuous hours
- 1 meter long cord from outlet to transformer
- 3.2 meter long low voltage cord from transformer to lamp arm
- One year hardware warranty against manufacturer defects

dimensions:

<table>
<thead>
<tr>
<th>Hardware</th>
<th>Safety</th>
</tr>
</thead>
</table>
| Assembled unit: 5.5”w x 1.77”h x 18.9”d 140mm(w) x 45mm(h) x 18.9mm(d) | - Lumens = 1517M
- Light temperature = 5430K |
| 19” (495.3mm) long from end to end | Read all instructions
CAUTION! To reduce the risk of fire, electric shock or injury to persons:
- Protect the fixture from impact, scratching or abrasions.
- If the cord-set becomes damaged, replace the cord-set before using fixture.
- Turn off, unplug fixture and allow to cool before storing. |

Shipping

Shipping dimensions - packed in a box: 24”l x 8”w x 8”h 610mm(l) x 203mm(w) x 203mm(h)

Approximate shipping weight: 2 lbs / 0.9 kgs

Include UNI-LT-CLP30 in the packaging along with LN-3P-LT-FXT

05/19/16

We are continually improving and modifying our product range and reserve the right to vary the specifications without prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE. See Graphic Templates for graphic bleed specifications.