**Rectangle Hanging Structures**

**RTG**

Rectangle tension fabric hanging structures are made in the USA and are of the utmost quality and durability. State-of-the-art zipper pillowcase dye-sublimated stretch fabric coverings are combined with advanced, lightweight aluminum structures to provide unique design, functionality, and style. Hanging structures are offered in a wide variety of shapes and sizes. Stretch fabric graphics are hand-sewn, durable and dry-cleanable.

**features and benefits:**

- Shapes 12’ width and under are constructed with 30mm (11/8”) tubes and push-button connectors for simple assembly
- Shapes 14’ width and over are constructed with 50mm (2") tubes and internal expanding spigot connectors for unmatched structural integrity
- Engineer certified (structural engineer certificate available upon request)
- Zippered pillowcase fabric graphic options include: unprinted (white and black), single-sided (outer panel printed only), double-sided (inner and outer panels printed), and zip-in unprinted (white and black) and printed bottom panels
- All pillowcase graphics come standard with opaque liner
- Both bottom zip-in graphic panels offered on 8’, 10’, 12’, and 14’ width options only
- Comes standard with hanging hardware, bags and heavy-duty shipping and storage box(es)
- OCE Expandable rugged molded shipping cases available as an upgrade
- Collapses to a fraction of its size
- Easy to store and ship
- Quick to set up

**dimensions:**

Hardware can be found on page 2

Graphic dimensions can be found in the graphic templates, which can be viewed at [www.exhibitors-handbook.com/graphic-templates](http://www.exhibitors-handbook.com/graphic-templates)

Graphic Material:

5 oz. Soft Knit Dye-sublimated zipper pillowcase fabric

---

We are continually improving and modifying our product range and reserve the right to vary the specifications without prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE. See Graphic Templates for graphic bleed specifications.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>F</td>
<td>RTG-0802</td>
<td>1</td>
<td>RTG-0802-U</td>
<td>RTG-0802-G</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0802-GDBL</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0802-GUBP</td>
<td>RTG-0802-GPBP</td>
<td>96” W X 48” H</td>
<td>RTG-0802-GUBP</td>
<td>RTG-0802-GPBP</td>
<td>96” W X 48” H</td>
<td></td>
</tr>
<tr>
<td>F</td>
<td>RTG-0801</td>
<td>1</td>
<td>RTG-0801-U</td>
<td>RTG-0801-G</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0801-GDBL</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0801-GUBP</td>
<td>RTG-0801-GPBP</td>
<td>96” W X 48” H</td>
<td>RTG-0801-GUBP</td>
<td>RTG-0801-GPBP</td>
<td>96” W X 48” H</td>
<td></td>
</tr>
<tr>
<td>F</td>
<td>RTG-0805</td>
<td>1</td>
<td>RTG-0805-U</td>
<td>RTG-0805-G</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0805-GDBL</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0805-GUBP</td>
<td>RTG-0805-GPBP</td>
<td>96” W X 48” H</td>
<td>RTG-0805-GUBP</td>
<td>RTG-0805-GPBP</td>
<td>96” W X 48” H</td>
<td></td>
</tr>
<tr>
<td>F</td>
<td>RTG-0806</td>
<td>1</td>
<td>RTG-0806-U</td>
<td>RTG-0806-G</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0806-GDBL</td>
<td>(2) 96”(w), 48”(h) X 24”(h)</td>
<td>RTG-0806-GUBP</td>
<td>RTG-0806-GPBP</td>
<td>96” W X 48” H</td>
<td>RTG-0806-GUBP</td>
<td>RTG-0806-GPBP</td>
<td>96” W X 48” H</td>
<td></td>
</tr>
</tbody>
</table>

**Note:** All graphic sizes noted are finished sizes and do not include required bleeds. Reference graphic templates.
RTG-1205

Set up Instructions:
1. Connect bottom and top tubes following the labels.
2. Connect side tubes.
3. Clean the frame and place them on clean place.
4. Carefully remove fabric cover from bag.
5. Place cover around the bottom of the frame.
6. Pull cover carefully up to the top.
7. Close all zippers.
8. Adjust fabric around the frame.
9. Connect cable harness to the eye bolts.
10. Completely tighten threaded connectors.

Break Down Instructions:
Reverse set-up steps to breakdown frame.

Fabric Care Instructions:
1. Unzip cover zippers.
2. Carefully remove fabric cover.
3. Close all zippers.
4. Fold or roll neatly.
5. Place fabric in cover bag.

Total Weight: 60.9 (lbs)
Max Size: 57.5 (in)
Hardware: 32.7 (lbs)
Graphic: 24.9 (lbs)

QTY | CODE | Description
---|------|------------------
1 | CH-SP-LD-10 | 4-cable single point light duty harness with 12" lengths/1/16" cable
12 | RTG-12-T1 | Tube 1 for 12 rectangular hanging fabric structure
8 | RTG-12-T2 | Tube 2 for 12 rectangular hanging fabric structure
350 | SPDR-30-5S-5 | 35mm straight spreader for corners of 5 high structures
6 | SPDR-30-5S-5 | 35mm straight spreader for TC-30-T junctions of 5 high 35mm fabric structure frames
4 | TC-30-A-90° | TC-30-A-assembled at 90°
12 | TC-30-T | 1 junction for 35mm tubing

Wire Cables:
- Snap on button

QR Code:
Set-up Video